
Umbauanleitung

Gespann  
1.7-2.5

Zunächst einmal ein Wort der Mahnung. Über-
schätzen Sie sich und auch das Gespann nie-
mals. Wir empfehlen das Gespann nur bis max. 
4 Bft. 

Für den Umbau, sollte zunächst die obere und 
untere Spreize des Devil Wing 1.7 durch die im 
Umbausatz enthaltenen verstärkten Spreizen 
ausgetauscht werden. 

Zusätzlich muß der 1.7 mit einer Fangleine 
ausgestattet werden. Das geht wie folgt: 

zunächst wird die Knotenleiter an der Leit-1. 
kante am mittleren Ausschnitt zwischen 
Stopper und Connector befestigt. 

Fangleine 2. 
am Anknüpf-
tampen 
der Waage 
einschlaufen 
und mit der 
Knotenleiter 
verbinden. 
 

immer den gleichen Knoten wählen wie an 3. 
der oberen Knotenleiter. 

unbedingt darauf acht geben, dass der Fang-4. 
schenkel leicht durchhängt. 

Im nächsten Arbeitsschritt werden fünf 
Adapter an allen Punkten der Waageanbin-
dung des Devil Wing 1.7 angebracht.

Nun kann der Devil Wing 2.5 vorbereitet werden:

die Koppelschnur 1.7 nach 2.5 an den Waa-•	
geanbindungen des 2.5er`s befestigen und 
mit den Adaptern des 1.7er`s verbinden. 
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Reconstruction instructions

Stack Line Set 
1.7-2.5

First, a word of caution. Never overestimate 
yourself and the stack. We only recommend the 
Devil Wing stack to max. 4 Beaufort. 

For the reconstruction, the top and bottom 
spars of the Devil Wing 1.7 should first be ex-
changed for the reinforced spreaders which are 
contained in the reconstruction kit.

First the Devil Wing 1.7 must be equipped with 
a catching line. This is done as follows: 

First and foremost, the knot ladder is fas-1. 
tened on the leading edge at the central cut-
out between the stopper and the connector. 

Loop in the 2. 
catching line 
and the con-
nection plug 
of the bridle 
and connect 
with the knot 
ladder. 
 

Always select the same knot as at the top 3. 
knot ladder. 

Absolutely ensure that the catching section 4. 
has a slight sag. 

In the next step, the five adapters are atta-
ched to all points of the bridle connection of 
the Devil Wing 1.7.

Now the Devil Wing 2.5 can be prepared:

Connect the coupling line 1.7 to 2.5 to the •	
bridle connections of the Devil Wing 2.5 and 
connect to the adapters of the Devil Wing 
1.7.
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