Umbauanleitung
DEVILE
WING
Gespann
2.5-3.2

Zunachst einmal ein Wort der Mahnung. Uber-
schatzen Sie sich und auch das Gespann nie-
mals. Wir empfehlen das Gespann nur bis max.
4 Bft.

1. Adapter am 2.5er gemafl der Anleitung des
1.7er's befestigen

2. Die Koppelschnur 2.5 nach 3.2 an den Waa-
geanbindungen des 3.2er‘s befestigen und
mit den Adaptern des 2.5er‘s verbinden
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Nun ist das Gespann flugfertig. Achten Sie
unbedingt darauf, eine ausreichende Schnur
zu wahlen. Das Gespann wird sehr zugstark
und hat ein grofes Gefahrenpotential.
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Reconstruction instructions
D’EVILE
WIiNG
Stack Line Set
2.5-3.2

First, a word of caution. Never overestimate

yourself and the stack. We only recommend the

Devil Wing stack to max. 4 Beaufort.

1. Fasten the adapter to the Devil Wing 2.5
in accordance with the instructions of the Devil

Wing 1.7.
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2. Connect the coupling line 2.5 to 3.2 to
the bridle connections of the Devil Wing 3.2
and connect to the adapters of the Devil Wing
2.5.

Now the stack is ready for flying. Absolutely en-
sure that you select a sufficiently strong flying
line. The stack pulls very strongly and has a
high danger potential.
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